WARTE MARAGERMERT

Flacs . .
Startup / Shutdown / Matfunction Report Form

Site Name: Cottonwood Hills Recycling and l?@?_g_:_'éééi'Faciliw

~tiont 1 — All Events
Mititary Time SOP* Followed?
Event Code
Type of Event Date/Time Start | Date/Time End | Duration (hours) {see back of Yes No**
form)

£J Startup §APIT_usheF1 sz od ) B 0
[J-Shutdown A7 g5y v FAMY oy » L4 / 7 O
[ Malfunction Complete Section 2 Below
] Non-malfunction ; P
Date Form Filled Out: &=/

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan
=*[f SOP in SSM Plan was not followed, notify site engineer immediately.

Section 2 — Malfunction Events Only
Check one of the following for each step:

Step Corrective Action Procedures for Alf Malfunctions Procedure completed | Procedure Not Applicable

Determine if the malfunction causing an unsafe operating condition (air

entering lfandfill or piping, smoking, vibration, or other problem), which may ] M

harm peopie, the environment or the landfill gas control equipment.

- If conditions are unisafe, notify your supervisor and follow steps under No. 3.
Determine if landfill gas being released to the air (can you smell landfill gas, or

2. | measure/detect uncombusied gas flow?). I 1

If landfill gas is being released, follow sfeps under No. 3.

if unsafe operating condition exists, or landfilf gas is being released to the air,

stop (if possible) landfill gas flow by ohe or more of the following:

Close nearest valve to source of emissions

Place a temporary cap on piping . 0] N

Apply other device (i.e., duct tape)

Shut down blower

Turn off main power disconnect switch to blower

Other (Describe):

Determine if other personnelfresource {qualified technician, electrician,

4, consultarnt or other) are needed for malfunction diagnosis.

If other personnel or resources are not needed, go to No. 6.

Comtact qualified resource:

5. . Record contact name, date and time:
b. Contact site representative with information recorded in No. 5.a.

6. | Start malfunction diagnosis.
Determine if other resources are needed to fix the malfunction (qualified
technician, electrician, contractor, on-site resources, manufacturer's
representative, or other).
If other resources are nof needed, go fo No. 8.
8 Contact quafified resource:
) a. Record contact hame, date and time:
g. Fix the malfunction. .
0 Once the malfunction is fixed, restart the system per SOP if it had been shut
* | down, and record stariup times and dates on this form.
Record date that malfunction occurred, date that malfunction was repaired,
and total ime that system was out of service in boxes in Section 1 of this form.
Sign this form, copy it, and place it in the Startup Shutdown, Malfunction file.
if the procedures listed above were not followed, contact the site engineer

immediately.
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Site Name: Cottonwood Hills Recycling and Disposat Facility

Startup / Shutdown / Malfunction Report Form

WAERTE MAMAGEMENT

~tion 1 — All Events
Military Time: SOP* Followed?
Event Cede
Type of Event Date/Time Start | Date/Time End | Duration (hours) {see bhack of Yes No**
form)

[J-Startup LI it (5T adsy . 3 0 r
[} Shutdown 0 .
[4Malfunction G5/ r fekp gt 1294 o 7,& ) Complete Section 2 Below
] Non-malfunction

Date Form Filled Out:f :é'/ 2-

o

Signature: A&w

hr

Comments: %‘-"./E ﬂ/éo,fm,é/év sdoe - bond Lo

et
25 £ i S

7 Z

*Standard Operating Procedure {SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan
*If SOP in SSM Plan was not followed, notify sife engineer immediately.

Section 2 — Malfunction Events Only

Check one of the foliowing for each step:

Step

Corrective Action Procedures for All Malfunctions

Procedure completed

Procedure Not Applicable

Determine if the malfunction causing an unsafe operating condition {air
entering landfill or piping, smoking, vibration, or other problem), which may
harm people, the environment or the landfill gas conirol equipment.

i conditions are unsafe, notify your supervisor and follow sfeps under No. 3.

E-,/

0

Determine if landfilt gas being released to the air {can you smell landfill gas, or

measure/detect uncombusted gas flow?).
if landfill gas is being released, follow steps under No. 3,

=

i unsafe operafing condition exists, or tandfill gas is being released to the air,
stop (if possible) landfill gas flow by one or more of the foliowing:

Close nearest valve to source of emissions

Place a temporary cap on piping

Apply other device (i.e., duct tape)

Shut down blower

Turn off main power disconnect switch to biower

Other (Describe):

"o a0 o

N

Determine if other personnelresource (qualified technician, electrician,
consuitant or other) are needed for malfunction diagnosis.
if other personnel or resources are nof needed, go fo No. 6.

Contact qualified resource;
a. Record contact name, date and time:
b. Contact site representative with information recorded in No. 5.a.

Start maifuncfion diagnosis.

Determine if other resources are needed to fix the malfunction (qualified
technician, electrician, contractor, on-site resources, manufacturer's

representative, or other).
If other resources are nof needed, go fo No. 9.

Contact qualified resource:
a. Record contact name, date and time:

Fix the malfunction.

Once the malfunction is fixed, restart the system per SOP if it had been shut
down, and record startup times and dates on this form.

Record date that malfunction occurred, date that malfunction was repaired,
and total time that systern was out of service in boxes in Section 1 of this form.

Sign this form, copy i, and place it in the Startup Shutdown, Malfunction file.

13.

If the procedures listed above were not foliowed, contact the site engineer
immediately.
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6/» .
‘{/7/#/1’ Startup / Shutdown / Malfunction Report Form

Site Name: Cottonwood Hills R_ge\;'rélinq and Disposal Facility

~tign 1 — All Evenis

WAETE BIAREGERMERTY

Military Time

SOP”* Followed?

Event Code
Type of Event Date/Time Start | Date/Time Eng | Duration (hours) (see back of Yes No**
form)
L:}/Star’fup 5/5‘/[1— fo4 'S 54, *’-f);ﬂ , / 3 B/ D
[[1 Shutdown a s
L-atfunction ST jose P15 -5 ggtﬁﬁ [/ 2 Complete Section 2 Below

[ Non-maifunction

Date Form Filled Out: 8- & -

G ST
TG Sy it

Signature: & m& %&t—y—»—f
Z L

Comments: '412 )/ gﬂw _/ 4‘,7/ /f;‘# . /7/_‘

*Standard Operating Procedure {SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan
= SOP in SSM Plan was not followed, notify site engineer immediately,

Section 2 — Malfunction Events Only

Check one of the foilowing for each step:

Corrective Action Procedures for Al Malfunctions

Procedurs completed

Procedure Not Applicable

Step
Determine if the malfunction causing an unsafe operating condition (air
entering landfill or piping, smoking, vibration, or other problem), which may o 0
harm people, the environment or the Iandfill gas control equipment.
P if conditions are unsafe, notify your supervisor and follow steps under No. 3.
Determine if landfill gas being released to the air (can you smell landfil! gas, or
2. | measure/detect uncombusted gas flow?). F_’_']/ 1
if landfill gas is being released, follow steps under No. 3.
if unsafe operaling condition exists, or landfill gas is being released to the air,
stop (if possible) landfill gas flow by one or more of the following:
a. Close nearest vaive to source of emissions
b. Place & temporary cap on piping
8. c. Apply other device (i.e., duct tape) L] =g
d. Shut down blower
e. Tum off main power disconnect switch to blower
f.  Other (Describe):
Determine if other personnelfresource {qualified technician, electrician, _
4, consultant or other) are needed for malfunction diagnosis. =2 U
If other personnel or resources are not needed, go fo No. 6.
Contact qualified resource:
5. a. Record contact name, date and time: Iﬁ E E/
b. Contact site representative with information recorded in No. 5.a.
6. | Start malfunction diagnosis. = e
Determine if other resources are needed to fix the malfunction {qualified
fechnician, electrician, contractor, on-site resources, manufacturer's W
7. representative, or other). ‘ E/
If other resources are nof needed, gu fo No. 8.
Contact qualified resource:
a. Record contact name, date and time: O B/
Fix the malfunction. . 3 [l
o Once the malfunction is fixed, restari the system per SOP if it had been shut Cu .
) down, and record startup times and dates on this form.
Record date that malfunction occurred, date that maifunction was repaired, = 0
. and total time that system was out of service in boxes in Section 1 of this form.
Sign this form, copy it, and place it in the Startup Shutdown, Malfunction file. [ N
If the procedures listed above were not followed, contact the site engineer '
3. . ! - =
immediately.
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P/’Méﬂ Startup / Shutdown / Maifunction Report Form

Site Name: Cottonwood Hills Recycling and Disposal:Fé'ciiitv

YAETE MARAGERMENT

~tion 1 — All Evenis

Miiitary Time '

SOP* Followed?

Event Code
Type of Event Date/Time Start | Date/Time End | Duration (hours) {see back of Yes No**
formy)
(-Startup gAY q46h (M 40y _ Ea = M
[] Shutdown A .
[4-Malfunction 5412 ¢ 22p A+ 24y /. ﬁ 2 Complete Section 2 Below

"} Non-malfunction

Date Form Filled Out: é/éf/v

Comments: ﬂ,&}/ é.«,w?//#o% éﬂ#{// ’f

Signature: ,ﬂo% %f’/mﬂ—»—*"‘
e i e

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan
*f SOP in SSM Plan was not followed, notify site engineer immediately.

Section 2 - Malfunction Events Only

Check one of the following for each step:

Step

Corrective Action Procedures for All Malfunctions

Procedure compieted

: Procedure Not Applicable

Determine if the malfunction causing an unsafe operating condition (air
entering landfill or piping, smoking, vibration, or other problem), which may
harm people, the environment or the landfill gas control equipment,

¥t conditions are unsafe, notify your supervisor and follow steps under No, 3.

O

Determine If iandfill gas being released to the air (can you smell iandfill gas, or

measure/detect uncombusted gas flow?).
if landfifl gas is being released, follow steps under No. 3.

ug
b

If unsafe operating condition exists, or landfill gas is being released to the air,
stop (if possible) landfill gas flow by one or more of the following:

Close nearest valve to source of emissions

Place a temporary cap on piping

Apply other device (l.e., duct tape)

Shut down blower

Turn off main power disconnect switch to blower

Other (Describe):

~oopop

Y

Determine if other personnelfresource (qualified technician, electrician,
consultant or other) are needed for malfunction diagnosis.
If other personnel or resources are niot needed, go fo Mo. 6.

Contact qualified resource:
a. Record contact name, date and time:
b. Contact site representative with information recorded in No. 5.a.

Start malfunction diaghosis.

Determine if other resources are needed to fix the malfunction {qualified .
technician, efectrician, contractor, on-site resources, manufacturer's

representative, or other).
If pther resources are not needed, go fo No. 9,

Contact qualified resource:
a. Record contact name, date and time:

Fix the malfunction.

Once the maifunction is fixed, restart the system per SOP if it had been shut
down, and record startup times and dates on this form.

Record date that malfunction occurred, date that malfunction was repaired,
and total time that system was out of service in boxes in Section 1 of this form.

Sign this form, copy it, and place it in the Startup Shutdown, Malfunction file.

13.

if the procedures listed above were not followed, contact the site engineer
immediately.

ORRE 7 fo |
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?/ﬂﬂ Startup / Shutdown / Malfunction Report Form

Site Name: Cottonwood Hills Recycling and Disposal Facility

WHEBTE MANAGEMERT

~tion 1 — Al Events
Military Time SOP* Followed?
"~ Event Code
Type of Event Date/Time Start | Date/Time End | Duration (hours) {see back of Yes No**
formy}
[J-815 b 34
=riup SN2 L Al A A s 3 = O
[ Shutdown 0 0
kg WMaifunction 7 2’ ?2174' 53 hé 1, //~ z 3 Complete Section 2 Below
[ Non-malfunction s e T
——— ———minn —— ’<" ~={ 4 \ A

Date Form Filled Out: (;—é "/1’ ki =i i R

e el

Signature: /%'“’7 ﬁgtpd:—/
2

Commenis: fw,q;/y Y ng W;ﬂ&} 7= )/,;wc» C’aa—%dw¥

-7

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan
*f SOP in SSM Plan was not followed, notify site englneer immediately,

Section 2 ~ Malfunction Events Only

Check one of the following for each step:

Step

Corrective Action Procedures for All Malfunctions

Procedure completed

Procedure Not Applicable

Determine if the malfunction causing an unsafe operating condition (air
entering landfill or piping, smoking, vibration, or other problem), which may
harm people, the environment or the landfill gas control equipment.

If conditions are unsafe, notify yeur supervisor and follow steps under No. 3.

O

Determine if landfill gas being released to the air (can you smetl landfill gas, or

measure/detect uncombusted gas flow?).
If landfil} gas is being released, foflow steps under No. 3.

B
g

if unsafe operating condition exists, or iandfill gas is being released to the air,
stop {if possible) landfill gas flow by one or more of the following:

Close nearest valve to source of emissions

Place a temporary cap on piping

Apply other device {i.e., duct tape)

Shut down blower

Turm off main power disconnect switch to biower

QOther {Describe):

~oapoo

Determine if other personnelfresource (qualified technician, electrician,
consuitant or other) are needed for malfunction diagnosis.
If other personnel or resources are not needed, go fo No. 6,

Contact gualified resource:
3. Record contact name, date and time:
b, Contact site representative with information recorded in No. 5.a.

Start malfunction diaghosis.

Deatermine if other resources are needed to fix the malfunction (qualified
technician, electrician, contractor, on-site resources, manufacturer's

representative, or other).
If other resources are not needed, go fo No. 8.

Contact quafified resource:
a. Record confact name, date and fime:

Fix the malfunciion.

Cnce the malfunction is fixed, restart the system per SOP if it had been shut
down, and record startup times and dates on this form.

Record date that malfunction occurred, date that malfunction was repaired,
and {otal time that systern was out of service in boxes in Section 1 of this form,

Sign this form, copy i, and place it in the Startup Shutdown, Malfunction file,

ORTRRO § B O W

[gl:iD E]EI[? E]D[I\] 0.

13.

If the procedures listed above were not followed, contact the site engineer
immediately.
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Site Name: Cottonwood Rills Recycling and Disposal Fagiiity

Startup / Shutdown / Malfunction Report Form

WERTE MANAGEMERT

~tion 1 — All Events
Military Time S0OP* Followed?
o Event Code
Type of Evert Date/Time Start | Date/Time End | Duration (hours) (see back of Yes No*™
form)
artu h oy T A .

L-startup 52t P9 ! 2 & 0
[] Shutdown N ]
[+-Malfunction 501273, 52 4, /.7 1 Complete Section 2 Below
] Non-malfunction

Date Form Filled Out: M‘/ 2

Comments: /4«’/)/ fw«ﬁ 0% ;ﬁﬁ,/ 7+

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan
==|f SOP in SSM Plan was not followed, notify site engineer Immediately.

Section 2 — Malfunction Events Only

Check one of the following for each step:

measure/defect uncombusted gas flow?).
If landfil gas is being released, follow steps under No. 3.

Step Corrective Action Procedures for All Malfunctions Procedure completed | Procedure Not Appticable
Determine if the malfunction causing an unsafe operating condition {air
entering landfilf or piping, smoking, vibration, or other problem), which may EI/ 0
harm people, the environment or the landfill gas control eguipment.
n If conditions are unsafe, notify your supervisor and follow steps under No. 3.
Determine if landfili gas being released to the air (can you smell landfill gas, or @/ 0

If unsafe operating condition exists, or landfill gas is being released to the air,
stop (if possible) landfill gas flow by one or more of the following:

a. Close nearest valve to source of emissions

b. Place a temporary cap on piping

¢. Apply other device (i.e., duct tape)

d.  Shut down blower

e. Turn off main power disconnect switch to blower

f.  Other (Describe):

Determine if other personneliresource (qualified technician, electrician,
consultant or other) are needed for malfunction diagnosis.
If other personnel or resources are nof needed, go to No. 6,

Contact gqualified resource;
a. Record contact name, date and time: _
b. Contact site representative with information recorded in No. 5.a.

Start maifunction diagnosls.

Determine if other resources are needed to fix the malfunction (qualified .
technician, electrician, contractor, on-site resources, manufacturers

representative, or other).
If other resources are not needed, go fo No. 8.

Contact qualified resource:
a. Record contact name, date and time:

Fix the malfunction.

Once the malfunction is fixed, restart the system per SOP if it had been shut
down, and record starfup times and dates on this form.

Record date that malfunction occurred, date that malfunction was repaired,
and total time that system was out of service in boxes in Section 1 of this form.

Sign this form, copy i, and place it in the Starlup Shutdown, Malfunction file,

13,

If the procedures listed above were not followed, contact the site engineer

oFn§Rol § § o g

'erj} odg| o . | O

immediately.
Page 1 of 3
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f////?’zé/‘ Startup / Shutdown / Malfunction Report Form

Site Name: Cottonwood Hills Recycling and Disposal Fasility

VEARTE MAMAGEMERT

~tions 1 — All Events
Mititary Time SOP* Followed?
Event Code
Type of Event Date/Time Start | Date/Time End | Duration (hours) (see back of Yes No**
form)

L-Startup 430 750n |00 g5 ! 3 g O
[} Shutdown 7 0 Il
LA-Malfunction y,z'?f/ Y 53t Hap 751k /43 2 Complete Section 2 Below

[ ] Non-malfunction

Date Form Filled Out: w e

Comments: Aoy, Z/wv o fﬁ,/ /7('

*Standard Operating Procedure (S0P) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan

==f SOP in SSM Plan was not followed, notify site engineer immediately.

Section 2 — Malfunction Events Only
Check one of the following for each step:
Step Corrective Action Procedures for All Maifunctions Procedure completed | Procedure Not Applicable
Determine if the malfunction causing an unsafe operating condition {air
entering landfill or piping, smoking, vibration, or other problem), which may E/ ]
harm people, the environment or the landfill gas control equipment.
N If conditions are ynsafe, notify your supervisor and follow steps under No. 3.
Determine if landfill gas being released to the air (can you smell landfill gas, or
2. measure/detect uncombusted gas flow?). IZ/ ]
if Iandfill gas is being releasedq, follow steps under No. 3.
if unsafe operating condition exists, or landfill gas is being released to the air,
stop (if possible} landfill gas flow by one or more of the following:
a. Ciose nearest valve to source of emissions
b. Piace a temporary cap on piping
3. c.  Apply other device (L.e., duct tape) . =g
d. Shut down blower
e. Turn off main power disconnect switch to biower
f.  Other (Describe):
Determine if other personnel/resource {qualified technician, electrician,
4, consultant or other) are needed for malfunction diagnosis. = 1
If other personnel or resources are not needed, go fo No. 6.
Contact qualified resource;
5. a. Record contact name, date and time: £l =
b. Contact site representative with information recorded in Na. 5.a.
6. | Start malfunction diagnosis. I ]
Determine if other resources are needed to fix the malfunction (quaiified
7 technician, electrician, contractor, on-site resources, manufacturer's B/ )
: representative, or other).
If other resources are not needed, go fo No. 2.
Contact qualified resource: ] Eﬂ/
a. Record contact name, date and time:
Fix the malfunction. = |}
o Once the malfunction is fixed, restari the system per SOP if it had been shut = 1
* | down, and record starfup times and dates on this form.
. Record date that malfunction occurred, date that malfunction was repaired, B 0
N and tofal time that system was out of service in boxes in Section 1 of this form.
. Sign this form, copy i, and place it in the Startup Shutdown, Maifunction fi le. g ]
13 If the procedures listed above were not followed, contact the site engineer O 3

immediately.
Page 1 of 3
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"[///"W"’E’ Startup / Shutdown / Malfunction Report Form

Site Name: Cottonwood Hills Recycling and Disposal Facility

~tion 1 — All Events

YHARTE MAMAGEMENT

S0OP* Followed?

Military Time
Event Code
Type of Event Date/Time Start | Date/Time End | Duration (hours) {see back of Yes No**
form)
[+ Startup §274  gpag [FE o5, J 3 anll M
['1 Shutdown 0 0
[ Matfunction 4*7‘5‘"_L gzz_f P27/ Fotyg 17 s~ 3 Complete Section 2 Below

[T Non-malfunction

DateFormFiuedOut:,ﬁ"f’* e sl

el

Signature: /éyév—uy '/
pard

Comments: %VX b/&ws’w A},/f

7

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan
*~if SOP in SSM Plan was not followed, notify site englneer immediately.

Section 2 — Malfunction Events Only

Check one of the following for each step:

Step

Corrective Action Procedures for Al Malfunctions

Procedure completed

Procedure Mot Applicable

Determine if the malfunction causing an unsafe operating condition (air

entering landfilf or piping, smoking, vibration, or other problem), which may Ei/ n
harm people, the environment or the lfandfill gas control equipment.

If conditions are unsafe, notify your supervisor and follow steps under No. 3.

Determine if landfill gas being refeased to the air {can you smell landfill gas, or E?}/ 0

measure/detect uncombusted gas flow?).
if landfill gas is being released, follow steps under No, 3,

H unsafe operating condition exists, or iandfill gas is being released to the air,
stop (if possibie) landfill gas flow by one or more of the following:

Close nearest valve to source of emissions

Place a temporary cap on piping

Apply other device (i.e., duct tape)

Shut down blower

Turn off main power disconnect switch to blower

Other {(Describe):

meapoTe

- Determine if other personnel/resource (qualified technician, electrician,

consultant or other) are needed for malfunction diagnosis.
if other personnel or resources are nof needed, go fo No. 6.

Contact gualified resource;
a. Record contact name, date and time:
b, Contact site representative with information recorded in No. 5.a.

Start malfunction diagnosis.

Determine if other resources are needed to fix the malfunction (qualified
technician, electrician, contractor, on-site resources, manufacturer's

representative, or other).
If other resources are nof needed, go fo No. 8.

Contact qualified resource:
a. Record contact name, dafe and fime:

Fix the malfunction. -

Once the malfunction is fixed, restart the system per SOP if it had been shut
down, and record startup times and dates on this form.

Record date that malfunction occurred, date that malfunction was repaired,
and total time that system was out of service in boxes in Section 1 of this form.

Sign this form, copy i, and place it in the Startup Shutdown, Malfunction file.

:DEQEQQ%}C] ]"\] qgj q

I%DEI El[][i] EE‘E}I% O

13,

If the procedures listed above were not followed, contact the site engineer
immediately.
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Site Name: Cottonwood Hills Recycling ang Disposal Facility

Startup [ Shutdown / Malfunction Report Form

WARTE MAMAGEMERT

~tion 1 — All Events
Military Time SOP* Followed?
£vent Code
Type of Event Date/Time Start | Date/Time End | Duration (hours) {see back of Yes No**
form)
bl f
[+ Startup Herlt> o pup |9 24/ Yy 3 IZ/ 0
O t

[ Shutdown

[A-Malfunction .24t /‘;7. of-206-1% zoy/

7
7

1 Non-malfunction

Complete Section 2 Below

Date Form Filled Out: ﬁ —l >

Comments: 4»/ y; A i /;4 . / 7{_

*Standard Operating Procedure (SOP) for Flare Startups (Manuat & Automatic) and Shutdowns are provided in SSM Plan

=If SOP in SSM Plan was not followed, notify site engineer immediately.

13.

Section 2 — Malfunction Events Only
Check one of the folfowing for each step:
Step Corrective Action Procedures for All Maifunctions Procedure compieted | Procedurs Not Appiicable
Determine if the malfunction causing an unsafe operating condition (air
entering landfili or piping, smoking, vibration, or other problem), which may E/ 0
harm people, the environment or the landfiil gas control equipment.
n if conditions are unisafe, notify your supervisor and follow steps under No. 3.
Determine if fandfill gas being refeased to the air (can you smell landfill gas, or
2. | measure/detect uncombusted gas fiow?). 3 il
If tandfill gas is beinyg released, follow steps under No. 3.
If unsafe operating condition exists, or landfill gas is being released to the air,
stop (if possible) landfili gas flow by one or more of the following:
a. Close nearest valve to source of emissions
b. Place a temporary ¢ap on piping
3. ¢.  Apply other device {i.e., duct tape) ] e
d. Shut down blower
e. Turn off main power disconnest switch to blower
f. Other (Describe):
Determine if other personnelfresource (qualified technician, electrician,
4, consultant or other) are needed for malfunction diagnosis. = [
If other personnel or resourves are not needed, go fo No. 6.
Contact qualified resource;
5. a. Record contact name, date and time:; 1 B
b. Contact site representative with information recorded in No. 5.a.
6. | Start malfunction diagnosis. B [
Determine if other resources are needed to fix the malfunction (qualified . '
7 technician, electrician, contractor, on-site resources, manufacturer's = I
) representative, or other).
If other resources are nof needed, go fo No. 8.
Contact qualified resource:
a. Record contact name, date and fime: = =
Fix the malfunction. | ]
o Once the malfunction is fixed, restart the system per SOP if it had been shut 32— O
" | down, and record startup times and dates on this form.
. Record date that malfunction cccurred, date that malfunction was repaired, o 0
and total time that system was out of service in boxes in Section 1 of this form.
. Sign this form, copy it, and place it in the Startup Shutdown, Malfunction file. I J
if the procedures fisted above were not followed, contact the site engineer 1 3

immediately.
Page 1 of 3

WMO01720



o T s
WWARTE MAMAGERMEMNT

f//?‘/zé" Startup / Shutdown / Malfuncticn Report Form
Site Name: Cottonwood Hills Recycling and Disposal Facility

stion 1 — All Events

Military Time S0OP* Followed?
Event Code
Type of Event Date/Time Start | Date/Time End | Duration (hours) (see back of Yes No**
form)
[J-Startup 242 Fars , !
#271Y oy g (4Bt oL L =g O
L= Shutdown 424 _jov4,| 424 g0y pl T s g |
[ Matfunction Complete Section 2 Below
[0 Non-malfunction _— -
Date Form Fitied Out: 49~/ 2+ Signature: /ﬁ Eteg” %’”‘”‘“
o i e ///

Comments: ﬁ“y f/g-}/ 4«55

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan
**If SOP in S5M Pian was not followed, notify site englineer immediately,

Section 2 — Malfunction Events Only
Check one of the following for each steg:

Step Corrective Action Procedures for Al Malfunctions Procedure completed | Procedure Not Applicable

Determine if the malfunction causing an unsafe operating condition (air
entering landfill or piping, smoking, vibration, or other problem), which may = r
harm people, the environment or the landfill gas control equipment.
- If conditions are unsafe, notify your supervisor and follow sfeps under No. 3.
Determine if landfilt gas being released to the air (can you smell landfill gas, or

2. | measure/detect uncombusted gas flow?). {:] O
if landfill gas is being refeased, follow steps under No. 3.
if unsafe operating condition exists, or landfill gas is being released fo the air,
stop (if possible) landfill gas flow by one or more of the following:
Close nearest valve to source of emissions
Place a femporary cap on piping ‘ 0 .
Apply other device (i.e., duct tape)
Shut down blower
Turm off main power disconnect switch to blower
Other (Describe):
Determine if other personnelfresource (gualified technician, electrician,
4, consuitant or other) are needed for malfunction diagnosis.
if other personnel or resources are not needed, go to No. 6.
Contact qualified resource:;
5. a. Record contact name, date and time:
b. Contact site representative with information recorded in No, 5.a.
6. | Start malfuncfion diagnosis.
Determine if other resources are needed to fix the maifunction (gquaiified
technician, electrician, contractor, on-site resources, manufacturer's
representative, or other).
If other resources are not needed, go fo No. 9.
8 Contact qualified resource;

’ a. Record contact name, date and time:
Fix the malfunction, :
o Once the malfunction is fixed, restart the system per SOP if it had been shut

" i down, and record startup times and dates on this form.
Record date that malfunction occurred, date that malfunction was repaired,
and total time that system was out of service in boxes in Section 1 of this form.
Sign this form, copy it, and place it in the Startup Shutdown, Malfunction file.
if the procedures listed above were not followed, contact the site engineer
immediately.

*peooo

ooio@moy O @ o) 0
ogoooool 0o gol -

13.
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WAETE MARMAGERMERT

% / g Startup / Shutdown / Maifunction Report Form
Site Name: Cottonwood Hills Recycling and Disposal Facil

stion 1 — All Events

Military Time SOP* Followed?
Event Code
Type of Event Pate/Time Start | Date/Time End | Duration {hours) {see back of Yes No*™
form)
artup g2t 5| g2 g i s . 0 [l
] Shutdown . O
lk-waifunction T A L 22,5 vy Complete Section 2 Below
[T Non-malfunction RS
_:,N,_ ‘_r_:;‘__’?g\;- - T 5 _. : a '

Date Form Filled Out: #-%-/7 el i o e Signature: ,J? 31/"%&/ .

S

Comments: /"’%}/ Zw;«‘ (/% A 2
7/726//1/% /%/IV{A-/ /«—’/L"#) a‘%

*Standard Operating Procedure {SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Flan
= SOP in SSM Plan was not followed, notify site engineer immediately.

Section 2 — Malfunction Events Only
Check one of the following for each step.

Step Corrective Action Procedures for All Maifunctions Procedure completed | Procedure Not Applicable

Determine if the malfunction causing an unsafe operating condition (air
entering landfill or piping, smoking, vibration, or other problem;), which may ET/
harm people, the environment or the landfili gas controf equipment.
i I conditions are unsafe, notify your supervisor and follow steps under No. 3.
Determine if iandfill gas being refeased to the air (can you smell landfilt gas, or
2. | measure/detect uncombusted gas flow?). 1 [3/ 1
i landfill gas is being released, follow steps under No. 3.
If unsafe operating condition exists, or landfill gas is being released to the air,
stop (if possible) landfill gas flow by one or more of the foilowing:
Close nearest valve to source of emissions
Place a temporary cap on piping ‘ 0
Apply other device (i.e., duct tape)
Shut down blower
Turn off main power disconnect switch to blower
Other {Describe):
" Determine if other personneliresource (qualified technician, electrician,
4. consuitant or other) are nesded for malfunction diagnosis.
If other personnel or resources are not needed, go to No. 6.
Contact qualified resource:
5. a. Record contact name, date and time: _
b, Contact sife representative with information recorded in No. 5.a.
6. | Start malfunction diagnosis,
Determine if other resources are needed to fix the malfunction {qualified .
technician, electrician, contractor, on-site resources, manufacturers
representative, or other).
If other resources are nof needed, go fo No. 9.
Contact qualified resource:
a. Record contact name, date and fime:
Fix the malfunction. .
o Once the malfunction is fixed, restart the system per SOP if it had been shut
| down, and record startup times and dates on this form.
Record date that malfunction occurred, date that malfunction was repaired,
- and total time that system was out of service in boxes in Section 1 of this form.
. Sign this form, copy it, and place it in the Startup Shutdown, Malfunction file.
If the procedures listed above were not followed, contact the site engineer

immediately.

O

A\

e LoD

D%lﬁ]@\l%[] Eimm A
EiJDDDEJ{% 0 Og|o

13.
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Flart

Site Name: Coftonwood Hms Rec cim and Disposal Facili

stion 1 — All Events

St&rtup { Shutdown / Malfunction Report Form

T TR

WAETE MAMAGEMERT

Military Time

SOP* Followed?

" Event Code
Type of Event Date/Time Start | Date/Time End | Duration {(hours) {see back of Yes No**
form)

-
kT Startup ,?,,,/L_. 3:);/7,? oo -1 </ 3? i / Z:__. E/ 0
] Shutdown ] .
[et-Malfunction - o] ] L i

231! = _sayp - 14 /2 7 Z_ Comlete Sectio 2 Betow

77 Non-malfunction

Date Form Filled Qut: Q/;f [ ‘; e L 5 Signature: é/&/ﬁ /iy‘/h

Comments: /g/ /‘95,5’ ”/7/ /g

&,/,4;% [y ‘!‘Z

*Standard Operating Procedure {SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan
~If SOF in SSM Plan was not followed, notify site engineer immediately.

Section 2 — Malfunction Events Only

Check one of the folfowing for each step:

Step

Corrective Action Procedures for Al Malfunctions

Procedure completed

Procedure Not Applicable

Determine if the malfunction causing an unsafe operating condition (air
entering landfill or piping, smoking, vibration, or other problem), which may
harm people, the environment or the landfill gas control equipment.

If conditions are unsafe, notify your supervisor and follow steps under No. 3.

g

Determine if [andfill gas being released to the air (can you smell landfifl gas, or

measure/detect uncombusted gas flow?).
If landfill gas is being released, foliow steps under No. 3.

Ce
o

i unsafe operating condition exists, or landfill gas is being released to the air,
stop (if possibie) tandfill gas flow by one or more of the following:

Close nearest valve to source of emissions

Place a termporary cap on piping

Apply other device {i.e., duct tape)

Shut down blower

Turn off main power disconnect switch to biower

Other (Describe):

P RoUw

N

Determine if other personnelfresource (qualified technician, electrician,
consultant or other) are needed for malfunction diagnosis.
if other personnel or resources are not needed, go fo No. 6.

Contact qualified resource:
a. Record contact name, date and time:
b. Contact site representative with information recorded in No. 5.a.

Start maifunction diagnosis.

Determine if other resources are needed to fix the malfunction (qualified
technician, electrician, contractor, on-site resources, manufacturer's

representative, or other).
If other resources are nof needed, go fo No. 9.

ARBER

Contact qualified resource:
a. Record coniact name, date and time:

Fix the malHfunction.

Once the malfunction is fixed, restart the system per SOP if it had been shut
down, and record starfup times and dates on this form.

Record date that malfunction occurred, date that malfunction was repaired,
and total time that system was out of service in boxes in Section 1 of this form.

Sign this form, copy it, and place it in the Startup Shutdown, Malfunction file.

13.

]

if the procedures listed above were not followed, contact the site engineer
immediately.

ORAR

E{BDDE]EED[]EQ .
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26
f//’?l'l’ /i@r/’ Startup / Shutdown / Malfunction Report Form

Site Name: Cottonwood Hills Recycling and Disposal Facility

~tion 1 — All Events

E CEEY WY B
WABTE MANAGEMERT

Military Time

SOP* Foliowed?

Type of Event

Event Code
Date/Time Start | Date/Time End | Durafion (hours) {see back of

form}

Yes No™*

[ Startup 251" 4 238~ 5%, —ad

B ]

[~ Shutdown 1 .
125 o |2 W5 gy z_j

= .

T Malfunction

[T Non-matfunction

—
Date Form Filled Out: 35/

Complete Section 2 Below

Comments: 54& ,K ?&W ﬁﬂ« L/./L; /,.- 7/ ” 7?57/’-

Signature: /ﬂ Crog %&/
7 7

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in S5M Plan
It SOP in SSM Plan was not followed, notify site engineer Immediately.

Section 2 — Malfunction Events Only

Checi one of the following for each step:

Step

Corrective Action Procedures for All Maifunctions

Procedure completed | Procedure Not Applicable

Determine if the malfunction causing an unsafe operating condition {air
entering landfill or piping, smoking, vibration, or other problem), which may
harm peeple, the environment or the fandfill gas control equipment.

If conditions are unsafe, notify your supervisor and follow steps under No. 3.

O

B

Determine if landfll gas being released to the air (can you smell landfill gas, or

measure/detect uncombusted gas flow?).
if landfill gas is being released, follow sfeps under No. 3.

if unsafe operating condition exists, or landfill gas is being released to the air,
stop (if possible)} landfill gas flow by one or more of the following:

a. Close nearest valve to source of emissions

b. Place a temporary cap on piping

c. Apply other device (i.e., duct tape}

d. Shut down blower

e. Turn off main power disconnect switch to blower

f. Other (Describe);

Determine i other personnelifresource (qualified technician, electrician,
consultant or other) are needed for malfunction diagnosis.
if other personnel or resources are not needed, go to No. 8,

Contact qualified resource:
a. Record contact name, date and time:
b. Contact site representative with information recorded in No. 5.a.

Start malfunction diagnosis.

Determine if other resources are needed to fix the maifunction (gualified .
technician, electrician, contractor, on-site resources, manufacturer's

representative, or other).
If other resources are nof needed, go fo No. §.

Contact qualified resource:
a. Record contact name, date and time:

Fix the malfunction.

Once the malfunction is fixed, restart the system per S0P if it had been shut
down, and record starfup imes and dates on this form.,

Record date that maifunction occurred, date that malfunction was repaired,
and total time that systemn was out of service in boxes in Section 1 of this form.

Sign this form, copy it, and place it in the Startup Shutdown, Malfunction file.

if the procedures listed above were not followed, contact the site engineer
immediately.

oooigoooy 0o oo

Oonoogo 0 got g
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Site Name: Cottonwood Hills 'Réi:%ﬁnq and Disposal Facility

Startup { Shutdown / Malfunction Report Form

EEY WY W

WEEBTE MANAGEMEN‘B’

~tion 1 — All Events
Military Time SOP* Followed?
B Event Code
Type of Event Date/Time Start | Date/Time End | Duration (hours) (see back of Yes No**
form)
I Starup Yo g o] e 224 v
T APy R & L7 B O
[} Shutdown W i 0O 0
led-Matfunction 2,7,7// _2' sz 2p 222", o1% / 3{ ;7 Complete Section 2 Below
"] Non-malfunction

Date Form Filled Out: ﬁ hs

L “io L i Signature: /ﬁa,zm %

Comments: [/,/'3 »/ ;:7/)/ n{V/?f é/;g

’/"/

*Standard Operating Procedure {SOP) for Flare Startups (Manua! & Automatic) and Shutdowns are provided in SSM Plan
*{f SOP in SSM Plan was not followed, notify site engineer immediately.

Section 2 ~ Malfunction Events Only

Chsck one of the foifowing for each step;

Step Corrective Action Procedures for All Malfunctions Procedure completed | Procedure Mot Applicable
Determine if the malffunction causing an unsafe operating condition (air
entering landfill or piping, smoking, vibration, or other problem), which may E/ 0
harm pecple, the environment or the landfilt gas control equipment.
- If conditions are unsafe, notify your supervisor and follow steps under No. 3.
Determine if landfill gas being released to the air (can you smell landfill gas, or [(
2. | measure/detect uncombusted gas flow?). 1
If landfill gas is being released, follow steps under No. 3.
if unsafe operating condition exists, or tandfill gas is being released to the air,
stop (if possible) landfill gas flow by one or more of the following:
a. Ciose nearest valve to source of emissions
b. Place a temporary cap on piping
8. . Apply other device (i.e., duct tape) L] =
d. Shut down blower
e. Turmn off main power disconnect switch to biower
{.  Other (Describe):
Determine if other personnelfresource (qualified technician, electrician, ‘
4. consultant or other) are needed for malfunction diagnosis. [2’/ O
If other personnel or resources are not needed, go fo -No. 6.
Contact qualified resource:
5. a. Record contact name, date and time: (1 =
b. Contact site representative with information recorded in No. §.a.
6. | Start malfunction diagnosis. T ]
Determine if other resources are needed to fix the malfunction (qualified
7 technician, electrician, contractor, on-site resources, manufacturer's Q/ .|
) representative, or other).
If other resources are nol needed, go fo No. 8.
Contact qualified resource:
a. Record contact name, date and time: L] re
Fix the malfunction, = []
0 Once the malfunction is fixed, restart the system per SOF if it had been shut B/ .
"1 down, and record starfup times and dates on this form.
. Record date that malfunction occurred, date that malfunction was repaired, [3/ 0
- and total fime that system was out of service in boxes in Section 1 of this form.
Sign this form, copy it, and place it in the Startup Shutdown, Malfunction file. 3 ]
13 If the procedures listed above were not followed, contact the site engineer 0 B/
* | immediately.
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WABTE MANAGERMENT

f/ ﬁ/l/é/ Startup / Shutdown / Malfunction Report Form

Site Name: Cottonwood Hills Recycling and Disposal Facility

L Malfunction ) 204 324, 2261 ”

I 1 Non-malfunction

o T

~tion 1 — All Events
Miiitary Time SOP* Followed?
Event Code
Type of Event Date/Time Start | Date/Time End | Duration (hours) {see back of Yes No*™
form)
g b
[Lstartup 22015 gy |2 g0, L7 = O
D Shutdown B D
/! 7 Complete Section 2 Below

RIS

Signature: tﬂw %»/

Date Form Filled Out: 3-$-/*

e ey o 5

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan
=If SOP in SSM Plan was not followed, notify site engineer immediatety.

Section 2 — Malfunction Events Only
Check one of the following for each step:

Procedure completed | Procedure Not Applicable

Step Corrective Action Procedures for All Malfunctions

Determine if the malfunction causing an unsafe operating condition (air
entering landfill or piping, smoking, vibration, or other problem), which may E/
harm people, the environment or the landfill gas control equipment,
| If conditions are unsafe, notify vour supervisor and folfow steps under No. 3.
_ Determine if landfill gas being released to the air {can you smell landfill gas, or |
2. | measure/detect uncombusied gas flow?). I{ ]
If landfill gas is being released, follow steps under No. 3.
if unsafe operating condition exists, or landfill gas is being released to the air,
stop (if possible) landfill gas flow by one or more of the following:
Close nearest vaive to source of emissions
Place a temporary cap on piping
Apply other device (Le., duct fape)
Shut down blower
Turn off main power disconnect switch {o biower
f.  Other {Describe):

Determine if other personnelfresource (qualified technician, electrician,
4, consultant or other) are needed for malfunction diagnosis.
If other personnel or resources are not needed, go to No. 6,
Contact qualified resource:
5. a. Record contact name, date and time:
b. Contact site representative with information recorded in No. 5.a.
£. Start malfunction diaghosis.
Determine if other resources are needed to fix the malfunction (qualified
technician, electrician, contractor, on-site resources, manufacturer's
representative, or other).
If other resources are not needed, go fo No. 9.
8 Contact gualified resource:

' a. Record contact name, date and time:
Fix the malfunctiorn. -
o Once the malfunction is fixed, restart the system per SOP if it had been shut

" | down, and record startup times and dates on this form.
Record date that malfunction occurred, date that malfunction was repaired,
- and total time that system was out of service in boxes in Section 1 of this form.

. Sign this form, copy it, and place it in the Startup Shutdown, Malfunction file.

if the procedures listed above were not followed, contact the site engineer

immediately.

B

A

coooe

A0 3F9| § Qo|Q
%DDD[‘JG{ EJ[:IE% O
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f /ﬂ’wf,' Startup [ Shutdown / Malfunction Report Form

Site Name: Cottonwood Hills Recycling and Disposal facility

T WERE MEY W

WASTE MAMAGEMENT

~tion 1 — All Events
Military Time SOP* Followed?
Event Code
Type of Event Date/Time Start | Date/Time End | Duration (hours) {see back of Yes No**
form)

Startu ) ¥ -
£ Startup 5 iy B g (7 3 O
L] Shutdown 0 1

L
le+Falfunction - o e )2

I'T Non-malfunction

L3

Date Form Filled Qut: ?:E/Z?/

Complete Section 2 Below

Signature: ,ﬁ L ;‘/é;mx—/

Comments: b%’y/// /V };,7 5 4.,- ‘ﬂww

”/

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan
*+f SOP in SSM Plan was not followed, notify sife engineer immediately.

Section 2 - Malfunction Events Only

Chack one of the following for each step:

Step

Corrective Action Procedures for All Malfunctions

Procedure completed | Procedure Not Applicable

Determine if the malfunction causing an unsafe operating condition (gir
entering landfill or piping, smoking, vibration, or other problem), which may
harm people, the environment or the landfilt gas control equipment.

If condmons are unsafe, noﬂfy your supervisor and follow steps under No. 3.

E/

O

measure/detect uncombusied gas flow?).
if landfill gas is being refeased, follow steps under Mo, 3.

if unsafe operating condition exists, or landfill gas is being reieased to the air,
stop (if possnbfe) landfill gas flow by one or more of the following:

Close nearest valve to source of emissions

Piace a temporary cap on piping

Apply other device (i.e., duct tape)

Shut down blawer

Turn off main power disconnect switch to blower

Other {Describe):

mEeao oo

O

A

Determine if other personnelfresource (qualified technician, electrician,
consultant or other) are needed for malfunction diagnosis.
If other personnel or resources are not needed, go fo No. 6.

Contact qualified resource:
a. Record contact name, date and time:
b, Contact site representative with information recorded in No. 5.a.

Start malfunction diagnosis.

Determine if other resources are needed to fix the malfunction (qualified .
technician, electrician, contractor, on-site resources, manufacturer's
representative, or other).

If other resources are not needed, go fo No. 8.

Contact quaiiﬁed resouree:
Record contact name, date and time:

Fix the malﬂmdlon

Once the maifunction is fixed, restarf the system per SOP if it had been shut
down, and record startup times and dates on this form.

Record date that maifunction occurred, date that malfunction was repaired,

and total time that system was out of service in boxes in Section 1 of this form.

Sign this form, copy it, and place it in the Startup Shutdown, Malfunction file.

If the procedures listed above were not followed, contact the site engineer
immediately.

ugﬁi}%?m R}[?m 5{

:EQDE] E]E]E{ EIIlE] Gij O
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Flaet

Site Name: Cottonwood Hills Recycling and Disposal Facility

B 5 .
WAETE MAMAGEMENT

Startup / Shutdown / Malfunction Report Form

~tion 1 — All Events
| Military Time SOpP* Followed?
Event Code
Type of Event DatefTime Start | Date/Time End | Duration (hours) {see back of Yes No**
form)
~f —
L4~Startup 2 ACTE gubr (AT oty L (7 g O
[[] Shutdown L L N 0
[£-Malfunction 2Al-dt d{’, Al ;,aé/ [ /7 Complete Section 2 Below
[0 Nen-malfunction -
Date Form Filled Out: ?2»4/77“ o . 8 o : Signature: _«f, gﬂ son %fm-—-—"/
A , - i ,/V//

Comments: M ;,/47// fu’/:, /5/

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in S5M Plan
~f SOP in 8SM Plan was not followed, notify site engineer immediately.

Section 2 — Malfunction Events Only

Chack one of the foliowing for each step:

Step

Corrective Action Procedures for All Malfunctions

Procedure completed | Procedure Not Applicable

Determine if the malfunction causing an unsafe operating condition {air
entering landfill or piping, smoking, vibration, or other problem), which may
harm people, the environment or the landfill gas control equipment.

if conditions are unsafe, notify your supervisor and follow steps under No. 3.

0

Determine if landfill gas being released to the air (can you smell landfill gas, or
measure/detect uncombusted gas flow?).
If landfili gas is being released, follow steps under No. 3.

N

If unsafe operating condition exists, or landfill gas is being released to the air,
stop (if poss:b!e) tandfill gas flow by one or more of the following:

Close nearest valve o source of emissions

Place a temporary cap on piping

Apply other device (i.e., duct tape)

Shut down blower

Turn off main power disconnect switch to blower

Other (Describe):

~ooopw

R

Determine if other personnelfresource (qualified technician, electrician,
consuitant or other) are needed for malfunction diagnosis.
If other personnel or resources are not needed, go to No. 6.

Contact qualified resource:
a. Record contact name, date and time:
h. Contact site representative with information recorded in No. 5.a.

Start malfunction diagnosis.

Determine if other resources are needed to fix the malfunction {qualified
technician, electrician, contractor, on-site resources, manufacturer's
representative, or other).

if other resources are nof needed, go fo No. 9.

Contact qualified resource:
a. Record contact name, date and time:

Fix the malfunction.

Once the malfunction is fixed, restart the system per SOP if it had been shut
down, and record startup times and dates on this form.

Record date that malfunction occurred, date that malfunction was repaired,
and total time that system was out of service in boxes in Section 1 of this form.

12.

Sign this form, copy it, and place it in the Startup Shutdown, Malfunction file.

13.

If the procedures listed above were not followed, contact the site engineer
immediately.

PHRIRNE ‘“\E% BN

ﬂEGDD% EZECJE{ O
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Flret

Site Name: Cottonwood Hills Recycling and Disposal Facility

Startup / Shutdown / Malfunction Report Form

=tion 1 — All Events
Military Time SOP* Followed?
o Event Code
Type of Event Date/Time Start | Date/Time End | Duration (hours) {see back of Yes No**
form)
[FStartup 2191 7 244 7 o 17 0 N
[j Shutdown D D
- Malfunction 240 bpgy 7 |2 A ¥ ‘*Epd/ G334 17 Complete Section 2 Below
{1 Non-malfunction L R T
Date Form Filled Out: fﬁ’/ o i Signature: ,g&% %@.’-— §
/ /

)

Comments: Wf/”?//ﬁ?wén )3;:/((; éﬁnf;,;ﬂ S b5 /@aﬁ— 7441 S ” /

*Standard Operating Procedure (SOP) for Flare Startups (Manuai & Automatic) and Shutdowns are provided in SSM Plan
*if SOP in SSM Plan was not followed, notify site engineer immediately.

Section 2 — Malfunction Events Only

Check one of the following for each step.

Step Corrective Action Procedures for All Malfunctions Procedure completed | Procedure Not Applicable

Determine if the malfunction causing an unsafe operating condition (air

entering landfifi or piping, smoking, vibration, or other problem), which may [3/ .
harm people, the environment or the landfill gas control equipment.

If conditions are unsafe, notify your supervisor and follow sfeps under No. 3.

Determine if landfill gas being released to the air (can you smell landfill gas, or ~ 0

2. | measure/detect uncombusted gas flow?).
If landfill gas is being released, follow steps under No. 3.
If unsafe operating condition exists, or landfill gas is being released to the air,
stop {if possibie) landfill gas flow by one or more of the following:
Close nearest valve to source of emissions
Piace a temporary cap on piping
Apply other device (i.e., duct tape)
Shut down blower
Turn off main power disconnect switch to blower
Other {Describe):
Determine if other personnelfresource (qualified technician, electrician,
4. consultant or other) are needed for malfunction diagnosis.
If other personnel or resources are nof needed, go to No. 6.
Contact qualified resource:
5. a. Record contact name, date and time:
b. Contact site representative with information recorded in No. 5.a.
6. Start malfunction diagnosis.
Determine if other resources are needed to fix the malfunction (qualified .
technician, efectrician, contractor, on-site resources, manufacturer’s
representative, or other).
If other resources are not needed, go fo No. 9.
Contact gualified resource:
a. Record contact name, date and time;

Fix the malfunction.
Once the malfunction is fixed, restart the system per SOP if it had been shut
down, and record startup times and dates on this form.
f Record date that malfunction occurred, date that malfunction was repaired,

| and total time that system was out of service in boxes in Section 1 of this form.
12. | Sign this form, copy it, and place it in the Startup Shutdown, Maifunction file.
43 | [fthe procedures listed above were not followed, contact the site engineer

© | immediately.

S\

mpapoe

CKEJE}DDR - GB{ U

_DQ\E{B\Q\E} [i R 0|8
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Site Name: Cottonwood Hills Recycling and Disposal Facility

Startup / Shutdown / Malfunction Report Form

SR,
WABTE MAMAGEMENT

ction 1 — All Events
Military Time SOP* Foliowed?
B Event Code
Type of Event Date/Time Start | Date/Time End | Duration (hours) {see back of Yes No**
o form)
[ Startup ot J-zoq-it -/
AL g 'ty ol 17 =l O
[0 Shutdown = 0
i o f

LdMatfunction 2 557’ Vi . 44.1,&44 t L3¢/, Zﬁw-"d /7 Complete Section 2 Below
{1 Non-malfunction

Date Form Fitled Out: 237/~

- o Signature: [‘é,,% &’é‘—’—’
e - ey

Comments: /ﬁ/&f/é’d— S L5 & -

rd

*Standard Operating Procedure (SOP) for Flare Startups (Manuai & Automatic) and Shutdowns are provided in SSM Plan
*f SOP in SSM Plan was not followed, nofify site engineer immediately.

Section 2 — Malfunction Events Only

Check one of the following for each step:
Step Corrective Action Procedures for All Maifunctions Procedure completed | Procedure Not Applicable
Determine if the malfunction causing an unsafe operating condition (air
entering landfill or piping, smoking, vibrafion, or other problem), which may oot 0
harm people, the environment or the landfill gas control equipment.
If conditions are unsafe, notify your supervisor and follow steps under No. 3.
Determine if landfill gas being released to the air (can you smell tandfill gas, or
2. | measure/detect uncombusted gas flow?). E]/ i
if landfill gas is being released, foflow steps under Na. 3.
If unsafe operating condition exists, or landfill gas is being released to the air,
stop (if possible) landfill gas flow by one or more of the following:
a. Close nearest valve to source of emissions
b. Place a temporary cap on piping
3. c. Apply other device (i.e., duct tape) O g
d. Shut down blower
e. Turn off main power disconnect switch to blower
f. Other (Describe}:
Determine if other personneifresource {qualified technician, electrician,
4, consuftant or other) are needed for malfunction diagnosis. = W
if other personnel or resources are not needed, go fo No. 6.
Contact qualified resource:
5. a. Record contact name, date and time: . =
b. Contact site representative with information recorded in No. 5.a.
6. | Start maifunction diagnosis. =4 Ll
Determine if other resources are needed to fix the malfunction {qualified .
7 technician, electrician, contractor, on-site resources, manufacturer's E'J/ 1
' representative, or other).
if other resources are nof needed, go fo No. 9.
Contact qualified resource:
a. Record contact name, date and time: = E/
Fix the malfunction. [+ ]
o Once the malfuniction is fixed, restart the system per SOP if it had been shut =" 1
* | down, and record stariup times and dates on this form.
] Record date that maifunction occurred, date that malfunction was repaired, g~ 0]
" | and total time that system was out of service in boxes in Section 1 of this form, -
12, | Sign this form, copy it, and place it in the Startup Shutdown, Malfunction file. T i~
13 If the procedures listed above were not followed, contact the site engineer ] E!/
| immediately,
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/'ﬁ o Startup / Shutdown / Malfunction Report Form

Site Name: Cottonwood Hills Recycling and Disposal Facility

B W
WASTE MANAGEMENY

ction 1 — Al Events
Mititary Time S0P* Followed?
Event Code
Type of Event Date/Time Start | Date/Time End | Duration (hours) {see back of Yes No**
formy)
[ Startup = e Z JoA 71 Lf)/ W 17 gl a
[} Shutdown 0 0
[=FMatfunction [-1742 g A 1712 sy £ / Complete Section 2 Below
[ Non-malfunction
i ‘,% 1% ="‘g"l g A % :

Date Form Filled Out: 2~ 312 e o ¢ Signature: 4%’4‘ /%z-»——w—-

Comments:

ﬁq‘,gé"ﬁ— St 2,

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan
*If SOP in SSM Plan was not followed, notify site engineer immediately.

Section 2 ~ Malfunction Events Only

Check one of the following for each step:

Corrective Action Procedures for All Malfunctions

Procedure compieted

Procedure Not Applicable

Step
Determine if the maifunction causing an unsafe operating condition (air s
entering landfill or piping, smoking, vibration, or other problem), which may IZ/ ]
harm people, the environment or the landfill gas control equipment.
If conditions are unsafe, notify your supervisor and follow steps under No. 3.
Determine if landfill gas being released to the air (can you smell landfill gas, or !Z/
2. | measure/detect uncombusted gas flow?). £l
If landfilf gas is being released, follow steps under No. 3.
if unsafe operating condition exists, or landfill gas is being released to the air,
stop (if possible) landfill gas flow by one or more of the following:
a. Close nearest valve o source of emissions
3 b. Place a temporary cap on piping ] El//
) c. Apply other device (i.e., duct tape)
d. Shut down blower
e. Turn off main power disconnect switch fo blower
f.  QOther (Describe):
Determine if other personnel/resource (qualified technician, electrician, !
4. consultant or other) are needed for malfunction diagnosis. = [
if other personnel or respurces are not needed, go fo No. 6.
Contact qualified resource:
5, a. Record contact name, date and time: [ B
b, Contact site representative with information recorded in No. 5.a.
6. | Starl maffunction diagnosis. =l ]
Determine if other resources are needed to fix the malfunction (qualified .
7 technician, electrician, contractor, on-site resources, manufacturers D/ ]
) representative, or other).
If other resources are not needed, go fo No. 9.
Contact qualified resource:
8. a. Record contact name, date and fime: t B/
Fix the malfunction. el Ul
0 Once the malfunction is fixed, restart the system per SOP if it had been shut Q/ i
" | down, and record startup times and dates on this form.
. Record date that maliunction occurred, date that malfunction was repaired, EE/ 0
| and total time that system was out of service in boxes in Section 1 of this form. '
12._| Sign this form, copy it, and place it in the Startup Shutdown, Maifunction file. =l ]
If the procedures listed above were not followed, contact the site engineer
13, immediately. = B/
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Site Name: Cottonwood Hills Recycling and Bisposal Facility

stion 1 — All Events

Startup / Shutdown / Malfunction Report Form

Military Time S0OP* Followed?
Event Code
Type of Event Date/Time Start | Date/Time End | Duration (hours) {see back of Yes No**
form)
o . sl -
[ Startup S oo e, Wi 77 =g 0
it P

DF8fitdonn st paf” |52 e | 1ITIBE. 24 o O
P} Malfunction o - o R Complete Section 2 Below
L] Non-malfunction ;

— .
Date Form Filled Out: 73 4% A/

[ S e

Signature: A:ﬂw %xzm——
-

Comments:

A reerh

Aot

CA- 4

*Standard Operating Procedure (SOP) for Flare Startups (Manuat & Automatic) and Shutdowns are provided in SSM Plan
“*1f SOP in SSM Plan was not followed, notify site engineer immediately.

Section 2 — Malfunction Events Only

Check one of the following for each step:

Step

Corrective Action Procedures for All Malfunctions

Procedure compieted

Procedure Not Applicable

Determine if the maifunciion causing an unsafe operating condition (air
entering landfill or piping, smoking, vibration, or other problem), which may
harm people, the environment or the landfill gas control equipment.

If conditions are unsafe, notify your supervisor and follow steps under No. 3.

[J

O

Determine if landfili gas being released to the air (can you smell landfill gas, or

measure/detect uncombusted gas flow?).
if landfill gas is being released, follow steps under No. 3.

If unsafe operating condition exists, or landfill gas is being released to the air,
stop (if possible) landfill gas flow by one or more of the following:

Close nearest vaive to source of emissions

Place a temporary cap on piping

Apply other device (i.e., duct tape)

Shut down blower

Turn off main power disconnect switch to blower

Other (Describe):

~poo0Tw

Determine if other personnelfresource (qualified technician, elecirician,
consultant or other) are needed for malfunction diagnosis.
If other personnel or resources gre not needed, go fo No. 6.

Contact gqualified resocurce:
a. Record contact name, date and time:
b. Contact site representative with information recorded in No. 5.a.

Start malfunction diagnosis.

Determine if other resources are needed to fix the malfunction (qualified .
technician, electrician, contractor, on-site resources, manufacturers
representative, or other).

If other resources are nof needed, go fo No. 9.

Contact qualified rescurce:
a. Record contact hame, date and time:

Fix the maifunction.

Once the malunction is fixed, restart the system per SQOP if it had been shut
down, and record startup times and dates on this form.

Record date that maifunction occurred, date that malfunction was repaired,
and total time that system was out of service in boxes in Section 1 of this form.

12,

Sign this form, copy it, and place it in the Startup Shutdown, Malfunction file,

13.

If the procedures listed above were not followed, confact the site engineer
immediately.

OooO/ogaa) O 0ol o

Ogog|tgo] O O o d
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WASTE MAMAGEMERNT

, 4
M W Startup / Shutdown / Malfunction Report Form
Site Name: Cottonwood Hills Recycling and Disposal Facility

stion 1 — All Events

Military Time SOP* Followed?
Event Code
Type of Event Date/Time Start | DatefTime End | Duration (hours) (see back of Yes No**
form) /
[ Startup N T el q ﬁ v ]
&~ W L el o

3 Shutdown z/;_,y,/z, 55,«:%' 52 e /Lﬂ % = s

Cornplete Section 2 Below

] MakHunction

[ 1 Non-malfunction

Signature: ﬂo«r) 7}«»—-—”’
Z

41> -

'{f'y‘f.’//\"

Comments: %a#"f %ﬂ a /?_ .

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan
= SOP in SSM Plan was not followed, notify site engineer immediately.

Date Form Filled outd~

Section 2 — Maifunction Events Only

Check one of the following for each step:

Step Corrective Action Procedures for All Maffunctions Procedure completed | Procedure Not Applicable

Determine if the malfunction causing an unsafe operating condition (air
entering landfill or piping, smoking, vibration, or other problem}, which may " .
harm people, the environment or the landfill gas control equipment.
If conditions are unsafe, notify your supervisor and follow steps under No. 3.
Determine if landfill gas being released to the air (can you smell landfill gas, or
2. | measurefdetect uncombusted gas flow?). 1 !
If landfill gas is being released, follow steps under No. 3.
if unsafe operating condition exists, or landfill gas is being released to the air,
stop (if possible) landfill gas flow by one or more of the foliowing:
Ciose nearest valve to source of emissions
Place a temporary cap on piping . 1 !
Apply other device (l.e., duct tape)
Shut down blower
Turn off main power disconnect switch {o blower
Other {Describe):
Determine if other personnel/resource (qualified technician, electrician,
4. consultart or other) are needed for malfunction diagnosis.
If other personnel or resources are not needed, go to No. 6.
Contact gqualified resource:
5. a. Record contact name, date and time:
b. Contact site representative with information recorded in No. 5.a.
8. Start malfunction diagnosis.
Determine if other resources are needed to fix the malfunction (qualified .
technician, electrician, contractor, on-site resources, manufacturer's
representative, or other).
If other resources are not needed, go fo No. 8.
Contact qualified resource:
a. Record contact name, date and time:

Fix the malfunction.
Once the malfunction is fixed, restart the system per SOP if it had been shut
down, and record startup times and dates on this form.
4 Record date that maifunction occurred, date that malfunction was repaired,

- | and total time that system was out of service in boxes in Section 1 of this form.
12. | Sign this form, copy it, and place it in the Startup Shutdown, Malfunction file.
if the procedures listed above were not followed, contact the site engineer
immediately.

a0 oW

oo aiooar o o oy ad
oooic@gEg) O o o) d

13.
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Site Name: Cottonwood Hills Recycling and Disposal Facility

Startup / Shutdown / Malfunction Report Form

R R,
WASTE MANMAGERMENT

ction 1 — All Events
Military Time SOP* Followed?
Event Code
Type of Event Datef/Time Start | Date/Time End | Duration (hours) (see back of Yes No**
. form)
| i 4 i f Yo e

[FStartup At [ 0sey | 4 o3, ! 74 E’I/ 0
L2Shutdown g2 g0 | e, 240 - 7 e O
[} Malfunction Complete Section 2 Below

[T Non-malfunction

Date Form Filled Out: 3421

P

Signature:

Comments: 4&74],@ e 4 .

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan
=if SOP in SSM Plan was not followed, notify site engineer immediately.

Section 2 — Malfunction Events Only

Chack one of the following for each step:

Step

Corrective Action Procedures for All Malfunctions

Procedure compieted

Procedure Not Applicable

Determine if the malfunction causing an unsafe operating condition (air
entering landfill or piping, smoking, vibration, or other problem), which may
harm people, the environment or the landfill gas control equipment.

If conditions are unsafe, notify your supervisor and follow steps under No. 3.

[

O

Determine if landfill gas being released to the air (can you smell landfill gas, or |

measure/detect uncombusted gas flow?).
if landfill gas is being released, follow steps under No. 3.

if unsafe operating condition exists, or landfill gas is being released to the air,
stop (if possmle) landfill gas flow by one or more of the following:

Close nearest vaive to source of emissions

Place a temporary cap on piping

Apply other device (i.e., duct tape)

Shut down blower

Turn off rain power disconnect switch to blower

QOther {Describe):

Ak NN

Determine if other personnelfresource (qualified technician, etectrician,
consuitant or other) are needed for matfunction diagnosis.
If other personnel or resources are not needed, go fo No. 6,

Contact qualified resource:
a. Record contact name, date and time:
b. Contact sife representative with information recorded in No, 5.a.

Start malfunction diagnosis.

Determine if other resources are needed fo fix the malfunction (qualified .
technician, electrician, contractor, on-site resources, manufacturer's
representative, or other).

If other resources are not needed, go fo No. 8.

Contact qualified resocurce:
a. Record contact name, date and time:

Fix the malfunction.

Once the malfunction is fixed, restart the system per SOP i it had been shut
down, and record startup times and dates on this form.

Record date that maliunction occurred, date that malfunction was repaired,
and total fime that system was out of service in boxes in Section 1 of this form.

12.

Sign this form, copy it, and place it in the Startup Shutdown, Maifunction file,

13.

if the procedures listed above were not followed, contact the site engineer
immediately.

oooOoo, O oo, o

aoiogo), o o o) a
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Site Name: Cottonwood Hills Recycling and Disposal Facility

~tion 1 — All Events

Startup / Shutdown / Malfunction Report Form

WAETE MANAG&MENT

Military Time SOP* Followed?
Event Code
Type of Event Date/Time Start | Date/Time End | Duration (hours) {see back of Yes Mo**
form) ,
[+ Startup q'.al‘—“*l'i‘ 5,0-{/” Gof 1l 9:7:9 o @? [3/ [}
C
t=Shutdown gy | 529 97 = 0

3412 ?ﬂ;”

] Malfunction

] Nom-maifunction

g4
Date Form Filfed Out: E

Complete Section 2 Below

Comments: % g%ﬂ/ i %L ¢ /f -

P
7

*Standard Operating Procedure (SOP) for Flare Startups (Manuat & Automatic) and Shutdowns are provided in SSM Plan
= SOP in SSM Plan was not followed, notify site engineer immediately.

Section 2 —~ Malfunction Events Only

Check one of the following for each step.

Step

Corrective Action Procedures for All Malfunctions

Procedure completed

Procadure Not Applicable

Determine if the malfunction causing an unsafe operating condition (air
entering landfill or piping, smoking, vibration, or other problem), which may
harm people, the environment or the landfilf gas control equipment.

If conditions are unsafe, notify your supervisor and follow steps under No. 3.

O

O

Determine if landfill gas being released to the air (can you smell tandfill gas, or
measure/detect uncombusted gas flow?).
If landfill gas is being released, follow steps under No. 3,

If unsafe operating condition exists, or landfill gas is being released fo the air,
stop (if possible) landfill gas flow by one or more of the following:

Close nearest valve to source of emissions

Place a temporary cap on piping

Apply other device {i.e., duct tape)

Shut down blower

Turn off main power disconnect switch to blower

Gther (Describe):

0 00T

Determine if other personnel/resource (guatified technician, electrician,
consultant or other) are needed for malfunction diagnosis.
If other personnel or resources are nof needed, go fo No. 6,

Contact gualified resource:
a. Record contact name, date and time:
b. Contact site representative with information recorded in No. 5.a,

Start malfunction diagnosis.

Determine if other resources are needed to fix the malfunction (qualified
technician, electrician, contractor, on-site resources, manufacturer's
representative, or other),

If other resources are niof needed, go fo No. 8.

Contact qualified resocurce:
a. Record contact name, date and fime:

Fix the malfunction.

Once the malfunction is fixed, restart the system per SOP if it had been shut
down, and record startup times and dates on this form.

Record date that malfunction occurred, date that malfunction was repaired,
and fotal fime that system was out of service in boxes in Section 1 of this form.

12

Sign this form, copy it, and place # in the Startup Shutdown, Malfunction file.

13,

i the procedures listed above were not followed, contact the site engineer
immediately.

gooagal 0o ooy o

Oooonoo] O 0oy 0
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Site Name: Cottanwood Hills Recycling and Disposal Fagcility

Startup / Shutdown / Malfunction Report Form

L ik
WASTE MAMAGENENT

~tion 1 — All Events
| Military Time SOP* Foliowed?
Event Code
Type of Event Date/Time Start | Date/Time End | Duration {(hours) (see back of Yes No**
form)
. e
&1 Startup e ety 79 m O
[eFShutdown g _ared™ . J2 e o & :
2 ey [P sy ANl 7e = m

L] Malfunction

"1 Non-malfunction

Date Form Filled Out: =2 _jv|1)

DR T AL LR,
SEE T

b ! e

Signature:

Loey Fe

Complete Section 2 Below

o

z 7 % : :
i R i il

e

Comments: /40 7/{ ‘Lo f'n 607“ - uyf'/ / 441/0 e S yr

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan

=it SOP in SSM Plan was not followed, notify site engineer immediately.

Section 2 — Malfunction Events Only

Ead

a4
g

et/

45'&,

Check one of the following for each step:

Step

Corrective Action Procedures for AH Malfunctions

Procedure completed Procedure Not Applicable

Determine if the malfunction causing an unsafe operating condition (air
entering landfill or piping, smoking, vibration, or other problem}, which may
harm people, the erwironment or the landfill gas control equipment.

If conditions are unsafe, notify your supervisor and follow steps under No. 3.

[

O

Determine if landfill gas being released to the air (can you smell fandfiil gas, or
measure/detect uncombusted gas flow?).
If landfill gas is being reloased, follow steps under No. 3.

If unsafe operating condition exists, or landfift gas is being released to the alr,
stop (if possible) landfill gas flow by one or more of the following:

Close nearest vaive to source of emissions

Place a temporaty cap on piping

Apply other device (i.e., duct tape)

Shut down blower

Turn off main power disconnect switch o blower

Other (Describe):

~p oo T

Determine if other personnelfresource (qualified technician, electrician,
consulitant or other) are needed for matfunction diagnosis.
If other personnel or resources are not needed, go fo No. 6.

Contact qualified resource:
a. Record contact name, date and time:
b. Contact site representative with information recorded in No. 5.a.

Start malifunciion diagnosis.

Determine if other resources are needed to fix the maifunction (qualified
technician, electrician, contractor, on-site resources, manufacturers
representative, or other).

If other resources are nof needed, go fo No. 9.

Contact qualified resource:
a. Record contact name, date and time:

Fix the malfunction. :

Once the malfunction is fixed, restart the system per SOP if it had been shut
down, and record startup times and dates on this form.

Record date that malfunction occurred, date that malfunction was repaired,
and total time that system was out of service in boxes in Section 1 of this form.

12

Sign this form, copy it, and place it in the Startup Shutdown, Malfunction file.

13.

i the procedures listed above were not followed, contact the site engineer
immediately.

ogpoicgo) 0O g oy g

oo oEoal g g oo
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Site Name: Cottenwood Hills Recycling and Disposal Facility

Startup / Shutdown / Malfunction Report Form

WEBTE REANAGERENT

~tion 1 — All Events
Military Time S0OP* Followed?
- Event Code
Type of Event DatefTime Start | Date/Time End | Duration {(hours) {see back of Yes No**
form)

L] Startup : [ [l
I +Shutdown &.—1—7”}2 ,f/‘} g 0 0
[ Malfunction Complete Section 2 Below

{1 Non-malfunction

5257
Date Form Filled Out!

Signature: ﬂ%«g Z%—v-— -
=7

Comments: /ﬁ(/,//"‘/e Areh

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan
=f SOP in SSM Plan was not followed, notify site engineer immediately.

Section 2 — Malfunction Events Only
’ Check one of the following for each step.
Step Corrective Action Procedures for All Malfunctions Procedure completed | Procedure Not Applicable
Determine if the malfunction causing an unsafe operating condition (air
entering fandfill or piping, smoking, vibration, or other problem), which may | 0
harm people, the environment or the tandfili gas control equipment.
L If conditions are unsafe, notify your supervisor and follow steps under No. 3.
Determine if landfilt gas being released to the air (can you smelt landfill gas, or
2. | measure/detect uncombusted gas flow?). I |
If landfill gas is being released, follow steps under No. 3,
If unsafe operating condition exists, or landfill gas is being released to the air,
stop (if possible) landfill gas flow by one or more of the foliowing:
a. Close nearest vaive fo source of emissions
3 b. Place a temporary cap on piping ] I
’ c. Apply other device (i.e., duct tape)
d. 8hut down blower
e. Turmn off main power disconnect switch fo blower
f. Other {(Describe):
Determine if other personnelfresource (qualified technician, electrician,
4, consuitant or other) are needed for malfunction diagnosis. {7 'l
if other personnel or resources are not needed, go to No. 6,
Contact qualified resource;
5. a. Record contact name, date and time: [ [}
b. Contact site representative with information recorded in No. 5.a.
6. | Start malfunction diagnosis. ] []
Determine if other resources are needed to fix the malfunction {qualified
7 technician, electrician, contractor, on-site resources, manufacturer's 0 .
) representative, or other).
If other resources are nof needed, go fo No. 8.
Contact qualified resource: .| ]
a. Record cortact name, date and time:
9. | Fix the malfunction. . [l 1
0 Once the malfunction is fixed, restari the system per SOP if it had been shut . 0
| down, and record starlup times and dates on this form.
Record date that malfunction occurred, date that malfunction was repaired, = O
~ and total time that system was out of service in boxes in Section 1 of this form.
Sign this form, copy it, and place it in the Startup Shutdown, Malfunction file. a ]
if the procedures listed above were not followed, contact the site engineer
13, |, . O =
immediately.
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